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BERLAND	ARCHITECTURAL	CONCRETE	PAVER	BENEFITS	

• LEAD	TIME	2	weeks	

• Storage:			we	can	store	up	to	20k	sf	for	long	periods	of	time	at	no	charge	

DIMENSIONS	AND	WEIGHT	

ACTUAL MINIMUM MAXIMUM POUNDS	PER	SF	
11-3/4ʺ	x	11-3/4ʺ 1-1/4ʺ 3ʺ 1”														-	12	lbs
11-3/4ʺ	x	23-1/2ʺ 1-1/4ʺ 3ʺ 1	1/8”								-	13.5	lbs
11-3/4ʺ	x	36ʺ 1-1/2ʺ 3ʺ 1	¼”										-	15	lbs
12ʺ	x	36ʺ 1-1/2ʺ 3ʺ 1	3/8”								-	16.5	lbs
14-1/2ʺ	x	14-1/2ʺ 1-1/2ʺ 3ʺ 1	½”										-	18	lbs
14-5/8ʺ	x	29-5/8ʺ 1-1/2ʺ 3ʺ 1	5/8”								-	19.5	lbs
15-3/4ʺ	x	15-3/4ʺ 1-1/2ʺ 3ʺ 1	¾”										-	21	lbs
15-3/4ʺ	x	23-5/8ʺ 1-1/2ʺ 3ʺ 1	7/8”								-	22.5	lbs
17-5/8ʺ	x	17-5/8ʺ 1-1/2ʺ 3ʺ 2”														-	24	lbs
17-5/8ʺ	x	35-3/8ʺ 2ʺ 3ʺ 2	1/8”								-	25	lbs
18ʺ	x	18ʺ 1-1/2ʺ 3ʺ 2	¼”										-	27	lbs
17-5/8ʺ	x	23-1/2ʺ 1-1/2ʺ 3ʺ 2	3/8”								-28.5	lbs
23-1/2ʺ	x	23-1/2ʺ 1-1/2ʺ 3ʺ 2	½”										-	30	lbs
23-3/4ʺ	x	23-3/4ʺ 1-1/2ʺ 3ʺ 2	5/8”								-	31.5	lbs
23-7/8ʺ	x	23-7/8ʺ 1-1/2ʺ 3ʺ 2	¾”										-	33	lbs
24ʺ	x	24ʺ 1-1/2ʺ 3ʺ 2	7/8”								-	34.5	lbs

COMPRESSIVE	STRENGTH	RESULTS	 23-1/2ʺ	x	29-1/2ʺ 2ʺ 3ʺ 3”														-	36	lbs
SPECIMEN	NUMBER 1A 2B 3C AVG. 23-1/2ʺ	x	35-3/8ʺ 2ʺ 3ʺ 3	5/16”					-		40	lbs
Gross	Area	(sq.	in.) 26.2 26.5 26.5 29-1/2ʺ	x	29-1/2ʺ 2ʺ 3ʺ
Total	Load	(lbs.) 316,500 332,400 318,300 29-3/4ʺ	x	29-3/4ʺ 2ʺ 3ʺ
Gross	Unit	Load	(psi) 12070 12530 12020 12210 35-1/2ʺ	x	35-1/2ʺ 2-1/2ʺ 3ʺ
Gross	Volume	(cu.	ft.) 0.0306 0.0307 0.0306 0.0307
Net	Unit	Load	(psi) 12260 12880 12330 12490
ABSORPTION	RESULTS	
SPECIMEN	NUMBER 1A 2B 3C AVG.
Dry	Weight	(lbs.) 4.35 4.31 4.28
Absorption	(lbs./cu.	ft.) 6 5.6 5.7 5.8
Absorption	(%	of	dry	wt.) 4.1 3.9 4 4
%	Moisture	(%	absorb.) 66.7 76.5 70.6
5%	water	absorption	rate	

FREEZE	THAW	DURABILITY	
SET	NO. WGT LOSS	% LOSS	% LOSS	%
A 2270.8 0 0.1 0.1
B 2321.2 0 0 0.1
C 2345.9 0 0.1 0.1
D 2367.7 0 0.1 0.1
E 2248 0 0.1 0.1
AVG. 0 0.1 0.1
Concrete	Mix:	8,500	pounds	per	square	inch
Density:	150	pounds	per	cubic.	
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***We	can	match	any	color	paver.		Custom	colors	not	shown***
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ARCHITECTURAL	CONCRETE	PAVER	COLORS

6C-08 21C-27                                      22C-6

30C-31 37C-10                                       56C-23

COMPRESSIVE	STRENGTH	RESULTS	
SPECIMEN	NUMBER 1A 2B 3C AVG.

Gross	Area	(sq.	in.) 26.2 26.5 26.5

Total	Load	(lbs.) 316,500 332,400 318,300

Gross	Unit	Load	(psi) 12070 12530 12020 12210

Gross	Volume	(cu.	ft.) 0.0306 0.0307 0.0306 0.0307
Net	Unit	Load	(psi) 12260 12880 12330 12490

ABSORPTION	RESULTS	 57C-13 83C-4                                     85C-7

SPECIMEN	NUMBER 1A 2B 3C AVG.

Dry	Weight	(lbs.) 4.35 4.31 4.28

Absorption	(lbs./cu.	ft.) 6 5.6 5.7 5.8

Absorption	(%	of	dry	wt.) 4.1 3.9 4 4

%	Moisture	(%	absorb.) 66.7 76.5 70.6

5%	water	absorption	rate	

FREEZE	THAW	DURABILITY	
SET	NO. WGT LOSS	% LOSS	% LOSS	%

A 2270.8 0 0.1 0.1 89D-SUPER WHITE 91D-WHITE                                    88D-SUPER BLACK

B 2321.2 0 0 0.1

C 2345.9 0 0.1 0.1

D 2367.7 0 0.1 0.1

E 2248 0 0.1 0.1

AVG. 0 0.1 0.1

Concrete	Mix:	8,500	pounds	per	square	inch
Density:	150	pounds	per	cubic.	
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