Berland Supply 87 Healy Rd Cold Spring, NY 10516. gm@berlandsupply.com 917-239-9272

ETERNO WIND UPLIFT SYSTEM BENEFITS

ETERNO Wind Uplift System is the premier wind uplift system on the market.

e Hidden fasteners. The floor maintains its original aesthetic
e Removability: Easy to unclip system and remove pavers individually
e Adjustable: clips and supports allow adjustability

Berland Supply 87 Healy Rd Cold Spring, NY 10516 e Absorbs expansion and structural movement
ETE RN O WI N D U PLI FT e Can beinstalled on pre-existing terraces
e Guarantees a solid bond between the pedestals and the porcelain tiles
SYSTE M *CERTIFIED WIND TEST ON PAGE 2 FOR MORE DETAILS
DETAILS
SPECIFICATIONS
WIND RESISTANCE: In accordance

(see attached wind
testing results)

THERMAL SHOCK RESISTANCE: Resistant
FROST RESISTANCE Resistant
CHEMICAL RESISTANCE: Resistant
PORCELAIN WIND RESISTANCE YES
WOOD PAVERS WIND RESISTANCE YES
FIRE RESISTANT: In accordance
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TOP VIEW

Screw and washer is used to lock the
tray in to the pedestals for wind uplift.



















Results Table: Secured 24" x 24" x 2" concrete paver

A

A O onal De

Specimen #15: Secured 24" x 24" x 2" concrete paver (6 inch Parapet, non-adhered)

Deck: Structural Concrete N/A Troweled smooth finish
Waterproofing: Em::;:iyezg F?t;tlyleg:rr?ggﬁc HC;‘ﬂr;f;;;p{i;;?m\:irt:t Pr:tectlon SO
Henry 790-11 (125mil) 200-300 ft2/gal rwy G100 5/
Insulation: Onens faoyr:r‘sr%’::f t";ﬂir o2 Loose Laid NA
Pedestal: Loose Laid N/A
Concrete Paver: 24" x 24" x 2" Concrete paver Fastening kit N/A

Deck #15:
150mph / S minutes — Pass
155mph / 5 minutes — Pass
160mph / 5 minutes — Pass
165mph / 5 minutes — Pass

Set back from orifice 12"
165mph / 5 minutes — Pass
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STANDARD COLORS - Shotblast Finish

PA -16 PA -123

PA -131 PA -158 PA -160

PA-161 PA -162 PA-163 PA -166 PA -168 PA -179



Manufacturer’s illustrations and Representative Photographs:

Test Specimen # 15 — 165mph




TAS 124-20
5" x §' Simulated Uplift Pressure Resistance Test

Date: 08-04-21

Miami — Dade Test #: ACRC 21-0220 Page: 3
PRODUCT DESCRIPTION

Deck:

Structural concrete deck with a2 minimum strength of 2,500 psi

Lightweight Insulating Concrete:
N/A

Products--Eterno Wind System (Eterno Pedestals/Eterno Pavers)
A 24" x 24" x 2 thick Concrete Wind Pavers set over Pedestals at every corner and
fastened at the kerf cut with Fastening Kit (1-1/2" x 3/16” washer and a screw) to
the top of the pedestal and loose laid on 2” thick Owens Corning Foamular 600

Extruded Polystyrene Insulation.

Roof System:

Owens Corning Foamular 600 Extruded Polystyrene Insulation loose laid to the
HENRY G100s/s Protection Course

HENRY G100s/s Protection course set in hot 790-11 Rubberized asphalt applied at a
rate of 125 mil thick over a reinforcing polyester fabric set in 790-11 hot Rubberized
asphalt applied at a rate of 90 mil thick over the primed concrete deck.

Structural concrete deck primed with HENRY 910-01 Asphalt Primer.

Atop the waterproofing system and insulation layer, the described covering system
was installed and evaluated. Representative test specimens were constructed by
representatives of MRP SUPPORTS LLC and witnessed by ACRC. Constructed test
specimens were tested with a 5°x5°* Bell Chamber Apparatus.



TAS-124-20
5" x 5' Simulated Uplift Pressure Resistance Test

Date: 08-04-21

Miami — Dade Test #: ACRC 21-0220

Page: 5

CONCLUSION

Test results are reported in accordance with Miami-Dade County Protocol TAS 124-20,

ACRC — Atlantic & Caribbean Roof Consulting, LLC
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Consultant
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Eric H. Smause, RRO
President & Senior Roof Consultant

Reviewed By:

Richard Espinoza, P.E.
NO. 56172
Engineering V.P.



5" x §' Simulated Uplift Pressure Resistance Test

TAS 124-20

Date: 08-04-21
Miami — Dade Test #: ACRC 21-0220 Page:
| TEST RESULTS !
[ T
Failure | Failure Mode Passing Safety
Pressure Time of Pressure Margin
(PSF) (SEC) Failure 2tol
Protection
course
-285 PSF 43 seconds separated from -270 PSF -135 PSF
rubberized
asphalt

OBSERVATIONS

requirements with 2:1 safety factor.
from — 270 PSF to — 285 PSF.

ﬁle 5 x 5° Simulated Wind Uplift Sample meet the minimum Miami-
Failure occurred during the incremental increase

Dade County
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