Berland Supply 87 Healy Rd Cold Spring, NY 10516. gm@berlandsupply.com 917-239-9272

BERLAND WOOD DECK PALLET BENEFITS

Our structural wood tiles are exclusively constructed from IPE wood, not just because IPE is one of
the most durable, dense and hardwood species commercially available, but because of its
dimensional stability across a broad range of climatic conditions and resistance to twisting and
warping. The outstanding properties of IPE include:

B e I I O I I d e High resistance to termites, decay and mold
e Extremely hard and dense material
e Wear resistant and scuff resistant
S u P P I 4 e C(Class A fire rating
Berland Supply 87 Healy Rd Cold Spring, NY 10516 e High bending and shearing strength
e High resistance to warping and twisting

e Weathers a beautiful natural gray without splintering
WOO D D ECK PALLET e Lower maintenance than softer and less dense species

DIMENSIONS AND WEIGHT

PALLET SIZE AND THICKNESS
e 2'X2',2'X4",2'X6" Allinstock. Any size can be custom ordered.
e Thickness1 1/2"
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SPECIFICATIONS
Properties Specification T %{ T 3
Slats per tile 8 standard
Wood thickness 3/4"
Width of slats 2-51/64"
Slat spacing 3/16" ¥ ¥
Ends and sides finish  [Straight edge / waxed
Tile weight 2351 | |
Surface finish Machined finish / not coated with oil g;»I
Common name IPE
Botanical name Tabebuia =
Color Typically reddish brown color, but mT @W
can vary from olive brown to blackish
often with lighter or darker stripes
Grain Fine to medium texture, grain always
interlocked, sometimes very highly
oily looking
Density 12% moisture 1050- 1180 k /m3 ‘
Durability Class 1/ Minimum 25 year life
Fire rating Class A |
Hardness 3680 Very hard
Modulus of rupture 170 mpa
Modulus of elasticity |21 gpa
Max cruising strength |94 mpa
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SPECIFICATIONS

Properties Specification

Slats per tile 8 standard

Wood thickness 3/4"

Width of slats 2-51/64"

Slat spacing 3/16"

Ends and sides finish  [Straight edge / waxed

Tile weight 23.511b I |

Surface finish Machined finish / not coated with oil

Common name

IPE

Botanical name

Tabebuia

Color Typically reddish brown color, but
can vary from olive brown to blackish
often with lighter or darker stripes

Grain Fine to medium texture, grain always
interlocked, sometimes very highly
oily looking

Density 12% moisture 1050- 1180 k /m3

Durability Class 1/ Minimum 25 year life

Fire rating Class A |

Hardness 3680 Very hard

Modulus of rupture 170 mpa

Modulus of elasticity |21 gpa

Max cruising strength (94 mpa
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